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its for your Robot
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EPG40-050

MODEL : EPG40-050-0L#-COA-P40-S

PRODUCT PARAMETERS

Adjustable stroke 0-40 mm Rated voltage DC 24+10% V
Single-finger gripping force 2-50 N Maximum current 085 A
Switch on/Switch off time Refer to the attached table Rated current 0.4A
Position repeatability accuracy +0.02 mm Communication protocol Modbus RTU(RS 485) Digital 1/0 optional
* Maximum recommended load 0.8 Kg Compliance with international standard CE. RoHS
Falling Detection Supported Allowable static load In vertical direction Fz 200 N
Service environment 5~ 40 °C, below85% RH * Allowable static moment of sliding block Mx 2 N-m
Operating noise <40 dB * Allowable static moment of sliding block My 15 N-m
Body weight 0.36Kg * Allowable static moment of sliding block M 2 N-m
P rating IP 40, IP65 optional
Adjustable stroke mm Switch on/Switch off time s Speed mm/s
40 0.5 80
30 0.375 80
20 0.25 80
10 0.125 80

DIMENSION
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EPG40-100

MODEL : EPG40-100-0L#-COA-P40-5

PRODUCT PARAMETERS

Adjustable stroke 0-40mm Rated voltage DC 24+10% V
Single-finger gripping force 40-100 N Maximum current 085 A
Switch on/Switch off time Refer to the attached table Rated current 0_4 A
Position repeatability accuracy +0.02 mm Communication protocol Modbus RTU(RS 485) Digital 1/0 optional
* Maximum recommended load 2 Kg Compliance with international standard CE. ROHS
Falling Detection Supported Allowable static load in vertical direction Fz 200 N
Service environment 5~40°C, below85% RH * Allowable static moment of sliding block Mx 2 N‘-m
Operating noise <40 dB * Allowable static moment of sliding block My 1.5 N'm
Body weight 0.37 Kg * Allowable static moment of sliding block M 2 N-m
IP rating IP40, IP65 optional
Adjustable stroke mm Switch on/Switch off time s Speed mm/s
40 0.9 45
30 0.675 5
20 0.45 45
10 0.225 15

DIMENSION
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EPG50-100

MODEL: EPGS0-100-0L#-COA-P40-S

PRODUCT PARAMETERS

Adjustable stroke 0-50mm Rated voltage DC 24+10% V
Single-finger gripping force 40-100 N Maximum current 0.6 A
Switch on/Switch off time Refer to the attached table Rated current 0.25A
Position repeatability accuracy +0.02 mm Communication protocol Modbus RTU(RS 485) Digital 1/0 optional
* Maximum recommended load 2 Kg Compliance with international standard CE. ROHS
Falling Detection Supported Allowable static load in vertical direction Fz 200 N
Service environment 5~40°C, below85% RH Allowable static moment of sliding block Mx 2 5Nm
Operating noise <40 dB Allowable static moment of sliding block My 2N'm
Body weight 0.53 Kg Allowable static moment of sliding block Mz 2. 8N‘m
IP rating IP40, IP65 optional
Adjustable stroke mm Switch on/Switch off time s Speed mm/s
50 1.1 45
40 0.88 45
30 0.66 45
20 0.44 45
10 0.22 45

DIMENSION

B-Direction
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ERG32-150

MODEL . ERG32-150-1L#-C1A-P40-S

PRODUCT PARAMETERS

Adjustable stroke 0-32 mm Operating noise <70 dB
Single-finger gripping force 40~100 N Body weight 0.7 Kg
Switch on/Switch off time 0.5s IP rating IP40

Peak torque 1 N-m Rated voltage DC 241+10% V
Rated torque 0.2 N-m Maximum current 4 A

Rotation angle Infinite rotation Rated current 0.5A
Maximum rotation speed 1500°/s Communication protocol Modbus RTU(RS 485)
Allowable maximum inertia 200 kgmm? Compliance with CE. RoOHS
Gripping repeatability accuracy +0.02 mm International standard 200 N
Rotation repeatability accuracy +0.5° Allowable static load In vertical direction Fz 2 N-m

* Maximum recommended load 1.5 Kg Allowable static moment of sliding block Mx 2 N-m

Falling Detection Supported Allowable static moment of sliding block My 2 N-m
Service environment 5~ 40 C, below 85% Allowable static moment of sliding block Mz

DIMENSION
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ERG32-150T

MODEL : ERG32-150T-1L#-C1A-P40-5

PRODUCT PARAMETERS

Adjustable stroke

Single-finger gripping force
Switch on/Switch off time
Peak torque

Rated torque

Rotation angle

Maximum rotation speed
Allowable maximum inertia
Gripping repeatability accuracy
Rotation repeatability accuracy
* Maximum recommended load
Falling Detection

Service environment

DIMENSION

0-32 mm
40~100 N
0.5s

1.9 N-m
0.3 N'm
ToBRIEs%
1000°/s
200 kgmm?
$0.02 mm
+0.5°

1.5 Kg

<5
5~4OOC 9 BS%RH LX—F

Operating noise
Body weight

IP rating

Rated voltage
Maximum current

Rated current

Communication protocol

Compliance with international standard

Allowable static load In vertical direction Fz

Allowable static moment of sliding block Mx

Allowable static moment of sliding block My

Allowable static moment of sliding block Mz

<70dB

0.7 Kg

IP40

DC 24+10% V
4 A

0.6 A
Modbus RTU(RS 485)
CE. ROHS
200 N

2 N-m

2 N-m

2 N-m
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EVSOT

MODEL : EVSO1-1L#-C1A-P40-A

-
PRODUCT PARAMETERS

Vacuum 10%-60% Operating noise <70dB
Maximum flow 2.5 L/min Rated voltage DC 241+10% V
Body weight 0.3 Kg Rated current 0.13A
* Maximum recommended load 1 Kg Peak current 0.3A
Fastest suction time 0.1s Compliance with interna-
Fastest release time 0.1s tional standard CE. RoHS
Protection rating IP40 Communication Protocol Modbus RTU(RS485) Digital I/0
Service environment 0-40 C, below 85% RH
1. ©6.6%X0.3mm In Diameter: m | |
2. 0.2m In Length; + B-Direction
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EVS08

MODEL . EVS08-0L#-C1A-P54-A

PRODUCT PARAMETERS

Vacuum 10%-70%
Maximum flow 10 L/min
Body weight 1.4 Kg

* Maximum recommended load 8 Kg
Fastest suction time 04s
Fastest release time 0.2s
Protection rating IP54

Service environment

DIMENSION

Operating noise

Rated voltage

Rated current

Peak current

Compliance with
International standard
Communication Protocol
0-40 C, below 85% RH

<70dB

DC 241+10% V

0.5A
3.8A

CE. ROHS
Modbus RTU(RS485) Digital 1/0
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RCG90-065

PRODUCT PARAMETERS

65N
90mm
$0.02 mm
2 kg
Supported

5-40 °C, below 85% RH
<40dB

Single-finger gripping force
Recommended maximum gripping
diameter

Position repeatability accuracy

* Maximum recommended load
Power-down holding

Service environment

Operating noise

DIMENSION

IP rating

Body weight
Rated voltage
Maximum current

Rated current

Communication protocol

Compliance with international standard

¢
"

A-Direction

1,

©6.0X0.5mm In Diameter:
2. 0.2m In Length;
—~_3\ Bending Radius 15X0D;

—

Standard Flange

119

168

Pilot lamp

Standard Flange
According to the SO0 94049-1-50—-4-M6

Section view BB

4 x @ 640 Through

N © 13.20 X 90°

PCD. @50

+0. 076

® 63 +0.030

————

22

1Kg
IP40

DC 2410V
1.5A
0.45 A

CE. RoHS

Modbus RTU(RS485)
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RG/75-300

PRODUCT PARAMETERS

Adjustable stroke 0-75 mm Rated voltage DC 24+10% V
Single-finger gripping force 40-300 N Maximum current 1.5A
Switch on/Switch off time Refer to the attached table Rated current 0.55 A
Position repeatability accuracy $0.02 mm Communication protocol Modbus RTU(RS 485)
* Maximum recommended load 6 Kg Compliance with international standard CE. RoHS
Falling Detection Supported Allowable static load in vertical direction Fz 400 N
Power-down holding Supported Allowable static moment of sliding block Mx 8 N-m
Service environment 5~ 40 °C, below 85% RH Allowable static moment of sliding block My 8 N-m
Operating noise <40dB Allowable static moment of sliding block 8 N-m
Body weight 1.5 Kg IP rating IP65
Adjustable stroke mm Switch on/Switch off time s Speed mm/s

75 0.55 136

50 0.36 136

25 0.18 136

DIMENSION

131. 50 5 + - . / _ Standard Flange
: According to the 1S0 94049-1-50-4-Mé

116. 50 I @.@ ‘ 4X 6.4 Through
| | \/ ©13.20X90°
\ K\ / \ i
85. 50

= 4 2:’\ 2
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/ Both Sides ‘ B e B +
- 7
(&) 1 \(®y
40. 50 / //@ - —& \\ \\ // > e
450
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rl L T3 LT
0o — — Section view B—B
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3 /////////////
A-Direction 8 :;; | ///
22 ¢b “Eiﬁ
A-Direction View - D75 -

+0. 015 - Adjustable Stroke 75 _
2X $2.50 O Depth 3.5 Max. 76. 5 1.0 6.0+0.5mm In Diameter;

2. 0.2m In Length;
3. Bending Radius 15x0D;
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6 XM3 Depth 7




RG/75-300

MODEL : RG75-300-0L#-C3A-P65-S

PRODUCT PARAMETERS

Adjustable stroke 0-75 mm Rated voltage DC 24+10% V
Single-finger gripping force 40-300 N Maximum current 1.5A
Switch on/Switch off time Refer to the attached table Rated current 0.55 A
Position repeatability accuracy $0.02 mm Communication protocol Modbus RTU(RS 485)
* Maximum recommended load 6 Kg Compliance with international standard CE. RoHS
Falling Detection Supported Allowable static load In vertical direction Fz 400 N
Power-down holding Supported Allowable static moment of sliding block Mx 8 N-m
Service environment 5~ 40 °C, below 85% RH Allowable static moment of sliding block My 8 N-m
Operating noise <40dB Allowable static moment of sliding block 8 N-m
Body weight 1.5 Kg IP rating IP65
Adjustable stroke mm Switch on/Switch off time s Speed mm/s
75 0.55 136
50 0.36 136
25 0.18 136
— ‘-@2705-‘ -— Standard Flange Pilot lamp
14158 | 1 | | / | According o the 150 94049-1-50-4-He
116. 50 X . roug
QO] txos s o
. P 2 E<O|v|t4h DSeipdtehS 6 ‘ : B 1'% N $ B +
() 1\
40. 50 / o R & \\ N\ A1 NS
] . @50
1.50
OT\E'—-—'—“—'QK G ? Section view B-B
20 _ o +0. 08
100 250 _ ©63 +0.03
— = 62 o L
$A " - ; ;//////////4Q
-Direction 8 |
Mt «

A-Direction View oo D75 -

+0. 015 - Adjustable Stroke 75 _
2X 2.50 O Depth 3.5 Max. 76. 5 1.06.0%0.5mm In Diameter:

2. 0.2m In Length;
3. Bending Radius 15x0D;

7’

6 XM3 Depth 7




